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GENERAL NOTES 

1. IDENTIFYING NUMBERS ADJACENT TO DETECTOR SYMBOL 
DENOTES ORDER OF HIRING, DETECTOR 1-2 WOULD 
IDENTIFY THE 2ND DETECTOR IN ZONE 1. 

2. ALL INSTALLATION MATERIALS SUCH AS CONDUIT, 

FITTINGS, BOXES AND HANGERS, ETC. NOT SUPPLIED 
BY PYROTRONICS, INC. 

3. CONDUIT RUNS ARE SHOWN DIAGRAMMATICALLY. EXACT 
LOCATION OF ALL EQUIPMENT TO BE DETERMINED IN 
THE FIELD. 

4. ALL WIRING MUST CONFORM WITH LOCAL CODES. 

5. FOR ADDITIONAL INFORMATION, REFER TO DWG. 

NO. * • ■ ■■ 

6. DETECTOR AND AUDIBLE ALARM DEVICE CIRCUIT POLARITY 
MUST BE OBSERVED. 

7. ALL DETECTOR CIRCUIT WIRING SHALL BE SIZE 18 
AWO MINIMUM, SIZE 14 AWG MAXIMUM, 600V DIELECTRIC. 

ALL DETECTOR AND AUDIBLE ALARM DEVICE CIRCUIT WIRES 
MUST BE SUPERVISED. THEREFORE, NO PARALLEL 
BRANCHING OF WIRES IS PERMISSIBLE. & 

BRASS JUMPER IN SOCKET BASE (PIN 1 & 2) TEMPORARILY 
INSTALLED FOR INSULATION RESISTANCE TESTS (SEE 
INSTALLATION INSTRUCTIONS.) 
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NO WIRES OTHER THAN DETECTOR CIRCUIT WIRES PERMITTED 
IN CONDUIT LEADING TO DETECTOR UNLESS AN APPROVED 
SHIELDED CABLE IS USED FOR THE DETECTOR CIRCUITS OR 
THE OTHER WIRING. THE SHIELD MUST BE GROUNDED PROP- 
ERLY AT EACH POINT OF INTERRUPTION TO MAINTAIN CON- 
TINUITY. 

ADAPTER PLATES ARE REQUIRED WHEN THERMAL DETECTORS 
ARE BEING MOUNTED ON 4" OCTAGONAL BOXES. 

ALL PLUG-IN TYPE DETECTORS REQUIRE A 4“ OCTAGONAL 
2-1/8" DEEP MOUNTING BOX. 

IONIZATION DETECTORS SHALL NOT BE LOCATED IN 
DIRECT AIR STREAM FROM SUPPLY AIR OUTLETS. 
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EQUIPMENT LIST AND LEGEND 

_ DENOTES NUMBER OF WIRES IN RIGID OR THIN 

WALL CONDUIT. 

< _ OHM 1 WATT RESISTOR— MOUNTED IN 

^ BASE OF LAST DETECTOR IN EACH ZONE. 
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THIS DRAWING DATA AND DESIGNS THEREON SMALL NOT BE DUPLICATED, USED. OR DISCLOSED TO OTHERS 
FOR PROCUREMENT OR OTHER PURPOSE. EXCEPT AS OTHERWISE AUTHORIZED BY CONTRACT. WITHOUT 
WRITTEN PERMISSION OF PYROTRONICS. ALL REPRODUCTIONS SHALL BEAR THIS NOTICE. 


UNLESS OTHERWISE SPECIFIED 
DIMENSIONS ARE IN INCHES 

TOLERANCES ARE: 

2 PLACE DEC. ± 015 

3 PLACE DEC. ± .005 

FRACTIONS ± 1/64 

ANGLES ± 1° 


y 



>5 * / * 

> 

g-Pa -7/ 




(bakc^O 




Pyrotronics 


Cedar Knolls, 
New Jersey 
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